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MBBR Submersible Flow Propeller
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QDTM Type MBBR Submersible Flow Propeller
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The QDTM type submersible impeller is suitable for process of water treatment fluidized bed biofilm reactor (referred to
as the MBBR process). The impeller can promote the flow of water containing suspended filler biochemical reaction tank, and
make Biofilm fluidized suspension

Special design of three leafs impeller, speed and power of the impeller can make the biological filler fully fluidized and
suspended in the water body and reduce the damage. The streamlined body is designed with an energy-saving motor and a
high-torque planetary gear reducer, which has the effect of energy saving, high efficiency and long life, and can adjust the
installation pitch angle within the range of (15°,22°,30°)
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QDTM Type MBBR Submersible Flow Propeller

PRI N B Application
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There is a significant difference between the selection of the QDTM type and the
standard Submersible mixer. The selection of QDTM requires the design of both horizontal
and vertical flow. In the selection work, the shape of the pool and the proportion of filler is
very important, The QDTM must be specially designed to obtain good results in application.
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ﬂ-:ﬁ‘é #ﬁ Performance Parameters

ASTyr g n 3 L il R Installation system
QDTMI080/102/3-3/8 []100 1080 335 1250 1000~1500 - m-1/2
QDTM1080/102/3-4/8 []100 P 1080 335 1250 1000~1500 - m-1/2
QDTM1080/102/3-5.5/5 [ ]100 1080 335 1250 1000~1500 - m-1,2
QDTMI1080/102/3-7.5/8 [ ]100 I 1080 335 1250 1000~1500 - m-1/2
QDTM1450/142/3-11 []100 1450 335 1450 1200~1800 - m-1/2
QDTM1450/142/3-15 (100 P 1450 335 1450 1200~1800 - m-1,2
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